
Product Description

Main Features

Article no: Standard 

Typical Applications
•Manufacturing •Health Care •Service Maintenance & Diagnostics

•Security •Asset management •Automotive

•Waste management •Food •Retail & POS

•Logistics •Transportation •Home Automation

RFO-TP3060 is a very robust und high perfomance UHF RFID-Tag designed for industrial applications where

tags need to be frequently moved between metallic assets. Compliant with the EPC Class 1 Gen 2 RFID

standard, RFO-TP3060 On-Metal RFID Tag utilizes the NXP Technology UCODE 8 chip, providing a read range

of up to 5.8 meters.

It is applicable to various fixed assets anti-theft management, traceability management, logistics management,

valuable assets management etc. 

You have the protection with this Tags according any manipulation. Once removed, it can not be read and the

Tag is destroyed.

It's usable in Indoor & Outdoor Environments.
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RFO-TP3060
Tamper UHF Tag

Product  dimension

Contact:

infos@radioforce.net



Technical Specifications

Operation mode

Protocol

ISO Standard 

Operating Frequency

Memory

IC Type

Programming Cycle

Colours

Read Range on metal (Fix Reader)

Read Range on metal 

(Handheld Reader)

Environmental Specifications

Storage Temperature

Operating Temperature

Material

Dimensions

Weight

Ingress Protection

Certifications

Power on Tag

max 10g

IP65

RFO-TP3060
Passive (Battery less)

EPC Class1 Gen2

ISO 18000-6C

865-868MHz (EU)

902-928MHz (FCC)

EPC: 128 Bit

TID: 96 Bit

NXP Ucode 8

100,000 cycles

White

-30°С to +70°С

-30°С to +70°С

PC

60 x 30 x 6 mm (with adhesive)

REACH Approved, RoHS Approved, CE Approved

5.8m, (EU) 865-868MHz  /  5.6m, (US) 902-928MHz

3.6m, (EU) 865-868MHz  /  3.3m, (US) 902-928MHz
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